
LPG Dual Cylinder  
Installation Kit Range

Range Specifications

Regulator Kit  
Manual changeover - 250MJ   
With Bracket + 2 Copper Pigtails

Regulator Kit  
Automatic changeover - 400MJ   
With Bracket + 2 Copper Pigtails

Regulator Kit  
Manual changeover - 500MJ   
With Bracket + 2 Copper Pigtails

PRODUCT CODE     6060534     6060545     6060546

Capacity LPG @ 2.8 kPa

       MJ/H     250        400        500

       Kg/H     5     8     10

Adaptor + Bracket + Screws     Y     Y     Y

Manual or Automatic Changeover     Manual     Automatic     Manual

Pigtails     2 x 450mm Copper     2 x 450mm Copper     2 x 450mm Copper

Connections

     Inlet     7/16” NPT     7/16” NPT     1/4” NPT

     Outlet     3/8” NPT     1/2” NPT     1/2” NPT

All Bromic dual LPG cylinder installation kits 
incorporate a patented safety shut off device.  
This mechanism will engage in the event of gas 
flow greater than 140% of rated flow, offering 
further peace of mind.

FEATURES & BENEFITS

 Manual or Automatic changeover

 Includes Adaptor, Bracket & Screws

 Quality Italian made

 Patented safety shut-off device

 Suited for dual cylinder use

 Ideal for domestic or light commercial applications

 Meets UL144 requirements 
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