
®The new RIDGID RP 350 and RP 351 feature a brushless motor that is capable of over 100,000 
press cycles. Get access to hard-to-reach locations with endless 360° swivel. With the most 
advanced LED lighting and colour-coded status indicators, the RP 350 and RP 351 have been 
upgraded from top to bottom. 

For a * FREE DEMONSTRATION
contact your RIDGID representative

*Selected products only & subject to availability & location

RP350 & RP351
Standard Press Tool
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REQUEST A 
DEMONSTRATION

Scan the QR code to 
request a demonstration 
or use this web address 

www.ridgid.com/au/en/request-demonstration

Unmatched performance. Zero timeouts.

• Durable: Brushless motor capable of over 100,000 press cycles

• Agile: Endless 360° head swivel for reaching tight spaces

• Smart: Bluetooth connectivity and colour-coded light indicators for easy operation

• Bright: Robust LED lighting for low-light applications

ENDLESS
SWIVEL HEAD

®BLUETOOTH  CONNECTIVITY

BRUSHLESS MOTOR

http://www.ridgid.com.au
http://www.ridgid.com.au
http://www.facebook.com/RIDGID.Tools.Australia
http://www.youtube.com/user/RIDGIDtoday?utm_campaign=AU_eNews_Mar13_Consumer&utm_medium=email&utm_source=newsletter&utm_content=YouTbe&gl=AU
https://www.instagram.com/ridgid_australia/


RP 350 – 6 Jaw Kit for Copper
67168

RP 351 – 6 Jaw Kit for Copper
67308

 RP 350
# 67168 KIT, RP 350-B W/6 JAWS RTA  25.5  

^72808 KIT, RP 350+BATT+CASE-AUS  10.6

 713242 CRIMP TOOL, RP 350 TOOL ONLY 3.2

 RP 351
# 67308 KIT, RP 351-B W/6 JAWS RTA  25.5  

^72803 KIT, RP 351+BATT+CASE-AUS  10.6

713244 CRIMP TOOL, RP 351 TOOL ONLY 3.2

Accessories

08500711410 CASE, RP350/351 CARRYING 5.8 

56513 BATTERY, 18V 2.5AH LI-WORLD  0.6

56518 BATTERY, 18V 5.0AH WORLD+LIO  0.8

64393 CHARGER, RIDGID 120/230V-AUS 1.0

Jaws for Copper

50243 15mm Jaw, 32 kN (suits RP350/RP351) 1.8

50248 20mm Jaw, 32 kN (suits RP350/RP351) 1.9

50253 25mm Jaw, 32 kN (suits RP350/RP351) 1.9

50258 32mm Jaw, 32 kN (suits RP350/RP351) 2.0

50263 40mm Jaw, 32 kN (suits RP350/RP351) 3.0

50268 50mm Jaw, 32 kN (suits RP350/RP351) 4.3 

RP 351

SPECIFICATIONS

ORDERING INFORMATION

• Capacity........................................ ½" to 4" Copper, 15-50mm jaws available for copper
• †  Power............................................ 18V Advanced Lithium Ion Battery
• Hydraulic Ram Output.................. 7,200lbs. (32kN)
• Weight (Tool Only)........................ RP 350: 7.1lbs. (3.2kg) RP 351: 7.1lbs. (3.2kg)
• Dimensions  RP 350  RP 351
 Length.......................................... 11.3" (287mm)  15.6" (396mm)
 Height........................................... 11.0" (280mm)  4.6" (117mm)
 Width............................................ 3.1" (79mm)  3.0" (76mm)
• Barrel/Jaw Swivel Angle.............. 360°
• Crimp Cycle Time........................ 4.5 seconds
• Presses Per Charge..................... >325*
• Lighting........................................ LED light for no- or low-light environments

  

999-997-341.10
Effective Date: July 27, 2023

All sales subject to Ridge Tool Company Terms and Conditions of Sales.

Ridge Tool (Australia) Pty Ltd  ABN 96 008 446 482  127 Metrolink Circuit Campbellfield Victoria 3061•

 1800 743 443  1800 801 976  ridgid.australia@emerson.com www.ridgid.com.auPhone Fax Email Web 

All pictures shown are for illustrative purpose only and may not be an exact representation of the product.

CATALOG NO. WEIGHTDESCRIPTION
(kg)

THE  PRESS TOOL- ALL DAY PERFORMANCE

#6 jaw kits include press tool,15mm, 20mm, 25mm, 32mm, 40mm & 50mm jaws for copper. 1 x 2.5Ah 18V battery, charger and case.

^Kits with no jaws include press tool, 1 x 2.5Ah 18V battery, charger and case.

RP 350

*Based on pressing ¾" fittings on Type L copper. Dependent upon pipe material, size, type of fitting and other factors.
†
Battery not included with tool only options cat No. 713242 & 713244.
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